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Aligning self-assembled perylene bisimides in a
magnetic field†
Emily R. Draper, *a Matthew Wallace,b Dirk Honecker c and Dave J. Adams a
Photoconductive self-assembled 1D structures can be formed
by perylene bisimides. These structures are generally randomly
orientated, limiting their applications as conductive wires. Here,
we show that magnetic fields can be used to create highly aligned,
directionally-dependent thin films. This approach leads to well-aligned
structures over large areas.
Flexible conductive materials are of great interest for wearable
electronics.1 The ability to make electronic components such as
sensors smaller, coupled with flexibility allows the design of
devices that can be worn on the skin.2 The problem is that
electronic devices are often made from hard materials that are
not comfortable for the wearer and so flexible alternatives
are being investigated.3–5 Greater flexibility can be achieved
by embedding metals into flexible polymers or by using nano-
materials which can be grown from surfaces.3,6,7 These methods
can be expensive or result negatively on the materials’ properties.
An alternative approach is to use self-assembled organic materials
which in themselves are conductive and form fibres.2 These fibres
can then conceptually be aligned using various methods such as
spin coating or shear alignment.8–10 This results in directionally-
dependent conductivity and can also have the advantage of
making the materials more flexible.
A good candidate for this approach are perylene bisimides
(PBIs), as they are conductive, and can form self-assembled
fibres in solution.11,12 By changing the solvent, the aggregation
of the PBIs can also be controlled, which can change the
properties of the resulting material.11,13,14
Aligning fibres from PBIs can be carried out by spin-coating,
relying on a volatile solvent being removed quickly in order to
retain the alignment.10,15 This method of alignment often can
be wasteful in terms of sample volume and diﬃcult to control.
PBI-surfactant complexes and PBI-polyelectrolyte complexes have
been aligned using shear.16,17 Some PBIs have been shown to
contain worm-like micelles when self-assembled in water, which
form (photo)conductive films when dried.12,18 Aligned materials
can be formed using this approach; the issue is removing the water
quickly whilst preserving the alignment of the self-assembled
structures. PBIs have been aligned in water using continuous
shear alignment, resulting in a circular alignment of the worm-
like micelles and (combined with a slow pH drop) gel fibres.19,20
The shear had to be continuously applied as the sample dried as
the worm-like-micelles quickly became isotropic once the shearing
stopped.19 Although this approach allowed samples to be formed
with a directional dependent photoresponse, it is not suitable for
all devices due to the circular orientation, as opposed to the
optimal unidirectional orientation.
We have previously shown naphthalene–dipeptides form self-
assembled structures that align in a magnetic field. Alignment
can be demonstrated by the observation of residual quadrupolar
splitting of the deuterium NMR resonances of D2O or other
deuterated species.21–23 Other quadrupolar nuclei such as 23Na
or 14N can also be studied.21,24,25 The alignment is thought to be
due to the negatively charged structures aligning perpendicular
to the field and so rendering the deuterium distribution asso-
ciated with the structures anisotropic, leading to splitting in the
spectra. The magnitude of the splitting can be correlated with
the degree of alignment.21,24 The benefit of using magnetic fields
for alignment is that the strength can be varied, and the field can
be applied non-destructively to a sample in situ.26,27 There are
many examples of magnetically aligning diamagnetic natural
and synthetic fibres,27 including peptide amphiphiles.28
Here, we investigate the eﬀect of drying of L-alanine appended
perylene bisimide (PBI-A) under a magnetic field (Fig. 1). We
monitor this alignment using 23Na NMR spectroscopy, small
angle neutron scattering (SANS) and polarised light microscopy.
The directional dependence of the conductivity of the aligned
samples was measured using electrochemical techniques.
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Worm-like micelles of PBI-A were formed in water by adding
an equimolar amount of 0.1MNaOH solution and stirring overnight
as described previously.12,29 Solutions were prepared at diﬀerent
concentrations of PBI-A (5, 10, 20, 30, 40 and 50mgmL1). Dynamic
viscosity measurements, scanning electron microscopy (SEM)
and small angle neutron scattering (SANS) showed the presence
of worm-like micelles at all concentrations investigated. The
viscosity data showed a shear-thinning behaviour indicative of
these types of structure being present (Fig. S4, ESI†). The higher
the concentration of PBI-A, the higher the viscosity at high shear
rates, implying that there are more micelles present in solution.
The SANS data at 30 mg mL1 could be fitted to a flexible
elliptical cylinder model combined with a power law as in our
previous work18 showing that the self-assembled structures have
a diameter of 4.8  0.01 nm (Fig. S5 and Table S1, ESI†). The fits
to the data are very similar to that previously shown for the
solution at 5 mg mL1,18 implying that the same structures are
formed across this concentration range. SEM showed that when
these solutions are dried, anisotropic structures persist, which
have an average diameter of 10.8  0.8 nm (Fig. S6, ESI†).
23Na NMR spectra were recorded here on solutions of PBI-A
at concentrations ranging from 5 to 50 mg mL1. The data
showed splitting of the 23Na+ resonance, which is indicative of
alignment of the worm-like fibres in solution (Fig. 1c). This
splitting is due to the 23Na becoming anisotropic due to
association with the aligned worm-like micelles, rather than
the 23Na ions being aligned.
The extent of splitting increases proportionally to the concen-
tration, except at 50 mg mL1. This could be due to crowding of
the material or liquid crystal formation at this concentration.
We examined the eﬀect of alignment on the self-assembled
structures using SANS. An 8 T superconducting magnet
was used to align the structures perpendicular to the neutron
beam at various field strengths. Solutions at concentrations of
10 mg mL1, 30 mg mL1 and 50 mg mL1 were placed inside
the cryomagnet in the neutron beam, and the magnetic field
was increased from 0 T to 8 T over 40 minutes, and held 8 T
for an hour at room temperature. The field strength was then
decreased to 0 T and the scattering again monitored for about
an hour. The degree of alignment could be monitored from the
scattering data. A sample which shows little or no alignment
has a circularly symmetric scattering pattern (Fig. 2a). The more
anisotropic the sample, the more the scattering pattern is
elongated in one direction (Fig. 2b and Fig. S7–S9, ESI†). To
quantitatively parameterise the degree of alignment, we extracted
the anisotropy of the scattering pattern. Comparing the horizontal
(I8H, parallel to field direction H) and vertical sector (I>H) averages,
we determined an anisotropy parameter A(q) as a function of the
scattering vector for a given field with:
AðqÞ ¼ IkH  I?H
I?H þ IkH
The value of A(q) ranges from zero for isotropic scattering,
up to a value of one for scattering that is directed only along the
field direction (e.g. for the extreme case of a slender body with
the long axis oriented in the scattering plane and perpendicular to
the horizontal field axis). In all samples, the degree of alignment
increased proportionally to the field strength (Fig. 2c and Fig. S10,
ESI†). When held at 8 T, there was no change to the degree of
alignment or the sample structure over time.
The data show that the more concentrated the sample the
more alignment is achieved, with 10 mg mL1 samples being less
aligned at 8 T than the 50 mg mL1 solutions and 30 mg mL1
being between the two, agreeing with the 23Na NMR data (Fig. 1c).
Fig. 1 (a) Structure of the molecule used in this study, PBI-A. (b) Cartoon
of drying and aligning worm-like micelles solution under a magnetic field.
(c) 23Na NMR spectra of aligned PBI-A at diﬀerent concentrations under
the magnet field of the NMR spectrometer (9.4 T).
Fig. 2 (a) Scattering pattern of an isotropic solution of PBI-A at 30 mg mL1
at 0 T. (b) Scattering pattern of an anisotropic solution of PBI-A at 30mgmL1
at 8 T. (c) Relationship between alignment and strength of magnetic at
10 mg mL1. The black data is increasing in magnetic field strength and
blue data in decreasing in magnetic field strength. (d) Three cycles of
increasing the field strength to 8 T and then decreasing to 0 T.
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This could be due to the structures being more crowded at the
higher concentrations and so physically forcing a coherent
movement, making them more structured. When the magnetic
field was lowered, the alignment decreased again proportionally,
although there was a slight hysteresis in the dealignment with
increasing concentration of PBI-A in solution. Again, this is due to
an increased amount of material in the 2 mm cuvette and so the
movement and so dealignment is restricted. The field could be
cycled many times with no change in the alignment or the time to
align or lose alignment (see Fig. 2(d)). Additionally, the scattering
at 0 T was identical after each cycle (Fig. S11, ESI†). These data
show that the magnetic field must be maintained whilst the
samples dry in order to fix the alignment. This agrees with our
previous work using shear alignment,19 where once the shear was
stopped the samples became isotropic again within a second.
Since we wish to prepare dry films, we aligned solutions of
PBI-A in a magnetic field of 9.4 T, and the samples were allowed
to dry under the field. This method allows the alignment of the
fibres whilst the water evaporates. These experiments were
performed by placing 20 mL of solution onto a glass cover slip,
then lowering into an NMR spectrometer and allowing the
sample to dry overnight in the magnetic field. This method is
discussed in more detail in Fig. S3 (ESI†). Fig. 3b and Fig. S12
(ESI†) show optical microscope images of the samples prepared
in this manner under cross-polarised (CP) light.
This approach is extremely eﬀective and results in a high
degree of alignment of the sample (Fig. S12a–c, ESI†). At a
concentration of 50 mg mL1, liquid crystalline-like texture
appears at the edge of the sample (Fig. S12d, ESI†) agreeing
with data shown in Fig. 1c. SEM images of samples dried under a
magnetic field also showed this alignment (Fig S13c and d, ESI†)
compared to samples not dried in the field (Fig. S13a and b,
ESI†). Samples dried out of the field show a more random
orientation of the worm-like fibres, whereas sample dried under
the field show a more aligned arrangement.
Conductivity measurements were performed perpendicular
(at 901 with respect to aligned structures) and parallel to the
alignment (Fig. 3a and Fig. S2, ESI†).19 As mentioned above,
the PBI-A forms photoconductive structures. In the dark, the
conductivity is very low, but irradiation with a 365 nm LED
results in the formation of the radical anion and increased
conductivity.12 All samples showed a directional dependence.
In order to compare between samples, we calculated a direc-
tional dependence value. This was done by dividing the value
obtained at 4 V against the alignment by the value for the same
sample at 4 V with the alignment. Hence, the smaller the value,
the more directionally dependent the sample. For a solution at
30 mg mL1 (Fig. 3c and Fig. S14c, ESI†), there is a significant
directional dependence with a value of 0.06, with measurements
against alignment being comparable to that of measurements
performed in the dark. The samples gave similar directional
dependence values of between 0.25–0.28 at 5 mgmL1 (Fig. S14a,
ESI†), 10 mg mL1 (Fig. S14b, ESI†) and 50 mg mL1 (Fig. S14d,
ESI†). This method therefore results in films which have a higher
directional dependence value than the coffee-ring samples (not
dried in a magnetic field) we have previously reported using shear
alignment (typical direction dependence values of 0.35).19
Unfortunately, this method of alignment was not always
reproducible. Some samples would show no alignment (Fig. S15a,
ESI†) or lower alignment (Fig. S15b, ESI†). This directly translated
into films with a lower degree of directionally dependent photo-
response (Fig. S15c, ESI†) compared to the highly aligned samples
(Fig. S15d, ESI†). There was also variability in absolute values of
the photocurrent. This irreproducibility could be due to a number
of variables. The strength of the magnet field could be one factor
as the strength varied inside the spectrometer. The temperature
and humidity of the air around the sample could not be
controlled. So, the rate of evaporation could vary, which would
be expected to aﬀect the alignment of the material.
To better control the magnetic field strength, temperature
and humidity, we moved to using an MRI scanner with a
magnetic field strength of 9.4 T. Using the MRI machine, we
were able to use the temperature and humidity-controlled room
in which it was situated. The strength and the exact direction of
the field are also accurately known (Fig. S16, ESI†) and larger
samples can also be prepared. After drying in the MRI scanner,
the samples showed highly aligned structures by both SEM and
CP microscopy (Fig. 4a and Fig. S17a, ESI†). Aligned samples in
the MRI scanner were reproducible; this is thought to be due to
the controlled temperature and so drying rate of the samples,
(Fig. 4b and Fig. S17b, S18, ESI†) giving directional dependent
photoconductivity in the dried films of between 0.03 and
0.06 for all samples. Samples aligned under the MRI conditions
also had higher currents than those prepared in the NMR
spectrometer.
To conclude, self-assembled structures formed from PBI-A
could be aligned under a magnetic field, with the degree of
alignment increasing proportionally to the field strength. When
the magnetic field is removed, the samples quickly return to
being isotropic, but the structures are not damaged or aﬀected
by the presence the field. The degree of alignment is aﬀected by
Fig. 3 (a) Cartoon showing the method of directional dependent
conductivity measurements. Photoresponse of (b) CP optical microscope
image of an NMR aligned dried solution of PBI-A at 30 mg mL1. Scale bar
is 50 mm. (c) Photoresponse of (a). The black data is in the dark and red data
is under 365 nm light. Solid red data is taken perpendicular to alignment
and red dashed data is with alignment direction. In (c) the dark data cannot
be seen as the red solid data is very similar and covers the black data.
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the concentration of material in solution, with more concen-
trated samples needing a lower magnetic field to give the same
amount of alignment. Changing the concentration of the PBIs
could be a method of reducing the need for the strong magnet.
If dried in the field, the alignment was maintained. This
alignment allowed us to prepare reproducible directionally-
dependent photoconductive films. The reproducibility of these
films depended on the conditions the samples dried in, and a
controlled temperature and humidity and fixed direction of
magnetic fields gave the most reproducibility and best photo-
current from the samples. This method allows the preparation
of highly reproducible photoconductive films from an organic
semi-conductor. Currently a large field is required to achieve
maximum alignment in these samples. However, it is not
known how much alignment is needed to create the directional
dependence and this is a subject of further investigation. We
envisage that this approach will be generic to a range of self-
assembled structures and allow flexible electronics to be pre-
pared from such organic materials.
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Fig. 4 (a) CP optical microscope image of a MRI aligned dried solution of
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data cannot be seen as the red solid data is very similar and over the top of
the black data.
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